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144 MHz QTH QSO Punten Bonus Score Best DX DX QTH QRB
PA4VHF JO32JE 47 26706 13500 40206 SK0EN JO99JX 1139
PA0WMX JO21XI 62 21080 14000 35080 SM1FMT JO96BW 1005
PE1ITR JO21QK 55 18222 13000 31222 SM1FMT JO96BW 1029
PE1RLF JO32CG 32 15200 11000 26200 SM1FMT JO96BW 925
PA0FEI JO33BC 37 13622 11000 24622 SM1FMT JO96BW 875
PA2CV JO32BF 32 13638 9500 23138 SM1FMT JO96BW 932
PD1B JO32GQ 35 12885 9500 22385 SK1BL JO97HK 932
PA9CC JO32BH 22 11275 8500 19775 SM1FMT JO96BW 927
PA3HFJ JO11VL 30 9598 9500 19098 SK7MW JO65MJ 751
PE1EWR JO11SL 17 3967 6500 10467 G8PNN IO95AF 554

432 MHz QTH QSO Punten Bonus Score Best DX DX QTH QRB
PA0WMX JO21XI 24 8882 7500 16382 M0TWC IO82QL 602
PE1RLF JO32CG 20 7599 7000 14599 SK7MW JO65MJ 567
PE1EWR JO11SL 18 2860 4500 7360 DL8DAU JO40ME 412
PA0FEI JO33BC 2 21 1000 1021 PI4FRG JO23WE 20

1296 MHz QTH QSO Punten Bonus Score Best DX DX QTH QRB
PA0S JO21FW 9 3764 4500 8264 SK7MW JO65MJ 684
PE1EWR JO11SL 5 1383 2500 3883 M0GHZ IO81VK 399

2320 MHz QTH QSO Punten Bonus Score Best DX DX QTH QRB
PA0S JO21FW 6 4214 2500 6714 DL0VV JO64AD 563

10 GHz QTH QSO Punten Bonus Score Best DX DX QTH QRB
geen inzendingen



Equipment

144 MHz
PA0FEI IC202E + PA, 50 W, ant 7 el, 9 m AGL
PA0WMX TS590 + transverter + PA, 400 W, ant 2 x 2 x 7 el
PA2CV TS430 + transverter, 100 W, no pre-amp, ant 2 x 7 el DK7ZB, 10 m AGL
PA3HFJ TS2000, 100W, ant11 el, 10 m AGL
PA4VHF TX: K3 + ME2T-Pro Transverter, 400 W, ant 17 el 20 m AGL
PA9CC FT991, 50 W, ant 11 el LFA, 18m AGL
PE1EWR TS790E + HL85V, 70 W, ant 10 el, 9 m AGL
PE1ITR FT817ND + PA, 60 W, ant 9 el DK7ZB, 1.4 m AGL
PE1RLF TS590S + Tansverter, 100 W, ant 10 EL DK7ZB 

432 MHz
PA0FEI TS130V + transverter, 5 W, 9 el, 9m AGL
PA0WMX TS590 + PA, 400 W, 2 x 21 el.
PE1EWR TS790E + 2*M67728, 80 W, ant: 2 x 21 el F9FT, 11 m AGL
PE1RLF TS2000X, 100 W, 19 el  DK7ZB

1.3 GHz
PA0S TS850S + Transverter , 100 W, ant 245 cm Dish, 17 m AGL
PE1EWR TS790E + MKU13100B , 100 W, RX TS790E + VV1296, ant: 2 x 25 el loopyagi, 11 m AGL 

2.3 GHz
PA0S TR-751E + Transverter, 25 W, ant 245 cm dish, 17 m AGL


